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2 Ea. Side Wall

4 Total

SCE Banducci Substation Project
PROJECT DESCRIPTION

Typical Distribution Line Vault

Figure 4-7

Final MND/Initial Study

Source: SCE, 2014a.

5”ø Terminators
12 Ea. End Wall
24 Total

12”ø SumpBase Section

8”

18’-10”

4’-0”
8”

8 Ton Swiftlifts
4 Total

1”ø Double Spider Inserts
2 Ea. End Wall
Top and Base
8 Total

5”ø Terminators
12 Ea. End Wall
24 Total

Overall Outside Dimensions
7’-10’W x 18’-10”L x 9’-4”H
Overall Inside Dimensions
7’-0’W x 18’-0”L x 8’-0”H

Approximate Weights
Top - 26300 Lbs
Base - 27200 Lbs

8 Ton Swiftlifts
4  for Stripping

4 for Placing
8 Total

10”ø Vent
1 Ea. End Wall
2 Total

4’ x 5’ x 12” Neck Ring
Optional Risers are Available
and Are Positioned Between
The Vault and the Neck Ring

7’-10”

4’-10”

Identification Spot

4’ x 5’ x 8” Concrete Cover
Use Felt Between Cover & Neck

Traffic Cover and Frame
AFCO A1106 or Equal2 Ton Swiftlifts

2 Ea. Side Wall
4 Total

18’-0”
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