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Control (DTSC) Hazardous Waste Tracking System (HWTS) site were identified. The SWL site was listed as 
an unpermitted waste tire location with approximately 100 waste tires in 2001, and is located 
approximately 0.40 mile northeast of the Downs Substation expansion site. Ninyo & Moore conclude 
that based on its distance from the site and the fact that groundwater in the area is at greater than 100 
feet depth, it is unlikely that this site could have resulted in negative environmental impact at the 
Downs Substation expansion site. The two identified LUST sites were both “Case Closed” and thus have 
no potential to impact the Proposed Project. The UST site associated with the Mini Stop located 
approximately 0.1 miles northeast of the Downs Substation expansion site is not known to have any 
environmental issues and due to the greater than 100 foot depth to groundwater is not likely to have 
resulted in negative environmental impact at the Downs Substation expansion site.  

The closest site identified by Ninyo & Moore is the DTSC HWTS site, Mather Bros Inc., located 
approximately 400 feet to the east of proposed Downs Substation expansion site. The Mather Bros Inc. 
site was identified as a HWTS permit holder for generation of hazardous waste at their facility from 1993 
until 2008, however, database information indicates that hazardous waste was not generated at the 
facility. Based on the lack of generated hazardous waste, Ninyo & Moore conclude that it is unlikely that 
the facility would have resulted in negative impact to the environmental integrity of the Downs 
Substation expansion site. 

A review of the SWRCB’s GeoTracker website was conducted by Geotechnical Consultants, Inc. in May 
2011 for all other components of the Proposed Project where ground disturbing activities such as 
excavation or trenching would occur. Four GeoTracker site listings were identified within 0.25-miles of 
the trenching locations for the underground segment of the fiber optic cable in the city of Ridgecrest 
and are listed below in Table B.3.8-1. 
 

Table B.3.8-1.  GeoTracker Sites within 0.25-miles of Proposed Project Components with Ground 
Disturbance 

Site Name Address Listing Type Closest Project Component(s) Distance 
(feet) 

Ridgecrest Service Center 510 S China Lake Blvd., 
Ridgecrest 

Case Closed 
LUST 

Underground fiber optic at the 
Ridgecrest Service Center 0 

Verizon Calif – Ridgecrest 520 S China Lake Blvd., 
Ridgecrest UST Underground fiber optic installed 

under Lenore St. 
400 feet 

east 

Fastrip #3 345 S China Lake Blvd., 
Ridgecrest UST Underground fiber optic installed 

under Lenore St. 
400 feet 

east 

Ridgecrest Carwash 141 S China Lake Blvd., 
Ridgecrest 

Case Closed 
LUST 

Underground fiber optic to be 
installed under the corner of Lenore 
St. and E. Church Ave 

890 feet 
northwest 

Source: SWRCB, GeoTracker website, May 2011. 
Acronyms: LUST = leaking underground storage tank; UST=underground storage tank. 

None of these sites poses any potential risk for contamination to the Proposed Project due to the fact 
that both LUST cases are case closed and neither of the UST sites has any known contamination issues. 

Schools 

Although there are numerous schools in the Ridgecrest area and several in the Trona area, only four 
schools are located within 0.25-miles of the Proposed Project. The schools and their approximate 
distance from Project components are listed below: 


