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May 27, 2025 

Mr. Terence Eng, P.E. 
Program Manager 
Gas Safety and Reliability Branch 
Safety and Enforcement Division 
California Public Utilities Commission 
505 Van Ness Avenue 
San Francisco, CA 94102 

Re: General Order (G.O.) 112-F Compliance Inspection of Pacific Gas and Electric’s San 
Francisco Division  

Dear Mr. Eng: 

Pacific Gas and Electric Company (PG&E) submits this response to the Safety and 
Enforcement Division’s (SED) Post-Inspection Summary of Inspection Findings (Summary) 
received April 28, 2025, stemming from the SED inspection of PG&E’s San Francisco Division, 
conducted March 10 to March 21, 2025.  

For clarity, each of the items identified in the Summary will be repeated, followed by PG&E’s 
response. 

Unsatisfactory Result #1: Assessment and Repair: Repair Criteria (O and M) (AR.RCOM) 
Question Title, ID Repair of Corroded Pipe, AR.RCOM.REPAIR.R  

Question 2. Do records document the repair or replacement of pipe that has been internally corroded 
to an extent that there is not sufficient remaining strength in the pipe wall? 

References 192.491(c) (192.487, 192.489)  
Assets Covered PGE San Francisco Division (San Francisco) 
Issue Summary PG&E Procedure TD-4188S (revision 1, effective date 01/01/2017) Section 4 "Mitigation" 

states: 

"The mitigation timeline of atmospheric corrosion-related abnormal operating conditions 
(AOCs) found during monitoring must not exceed thirty-nine months from the date of the 
AOC identification, except assets that meet requirements in Section 1.4." 

Section 1.4 of this procedure states: 

"Per 49 CFR §192.479 (c), the Company need not protect from atmospheric corrosion any 
pipeline (except portions of pipelines in off-shore splash zones or soil-to-air interfaces) for 
which the Company demonstrates by test, investigation, or experience appropriate to the 
environment of the pipeline that corrosion will meet at least one of the following criteria: 

- Only be a light surface oxide.

- Not affect the safe operation of the pipeline before the next scheduled inspection."

Title 49 Code of Federal Regulations (49 CFR) §192.605(a) states in part: 
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"General. Each operator shall prepare and follow for each pipeline, a manual of written 
procedures for conducting operations and maintenance activities and for emergency 
response." 

PG&E failed to remediate an atmospheric corrosion-related AOC within thirty-nine months 
from date of AOC identification for DR-114 from 08/12/2020 to 09/14/2024, totaling forty-
nine months. PG&E is in violation of 49 CFR 192.605(a) for failing to follow PG&E's 
procedure TD-4188S to remediate within the specified timeframe. 

Response to Unsatisfactory Result #1: 
PG&E agrees with this finding and acknowledges that a corrective notification should have been 
created after abnormal operating conditions (AOC) were identified during a routine annual (“A”)  
inspection on August 12, 2020, per TD-4188S. On June 7, 2021, the same AOCs were 
identified again during an atmospheric corrosion inspection, and Corrective Maintenance 
Notification 121513819 was created to remediate the AOCs. This notification is provided as 
Attachment 1. The remediation work was completed on September 14, 2024 (see Attachment 
2).  During the San Francisco Division inspection, SED confirmed the remediation work as part 
of their field inspection on March 13, 2025.  

A tailboard meeting was conducted on May 16, 2025, with new PG&E GPOM crew members in 
the San Francisco Division to discuss Unsatisfactory Result #1 and to review the importance 
and process of creating a corrective notification once an AOC has been identified. The tailboard 
meeting details are provided as Attachment 3. 

Concern #1: Time-Dependent Threats: Atmospheric Corrosion (TD.ATM) 
Question Title, ID Atmospheric Corrosion Monitoring, TD.ATM.ATMCORRODEINSP.R 

Question 4. Do records document inspection of aboveground pipe for atmospheric corrosion? 

References 192.491(c) (192.481(a), 192.481(b), 192.481(c), 192.481(d)) 
Assets Covered PGE San Francisco Division (San Francisco) 
Issue Summary Because a large number of meter set assemblies (MSAs) in San Francisco are inside locked 

doors or gates, the Division has a significant number of MSAs that are overdue for 
atmospheric corrosion (AC) inspections and leakage surveys (LS). Since the issue was 
reported in the 2017 SED inspection of this Division, PG&E provided monthly updates on 
the statistics of these AC and LS "can't get in" (CGI) situations. Based on the latest update, 
SED acknowledges that the total number of AC and LS CGIs in San Francisco has reduced. 
The table below provides a summary. 

AC CGI LS CGI 
2017 SED Inspection 75,004 19,975 
2021 SED Inspection 1,218 9,398 
2025 SED Inspection 255 427 

While SED recognizes the challenge to completely eliminate these AC inspections and LS 
backlogs, SED is still concerned with the significant number of current overdue AC 
inspections and leakage surveys. SED is requesting PG&E to continue providing monthly 
updates on the statistics of AC and LS CGIs by divisions until resolution of this issue.   

Response to Concern #1: 
PG&E will continue submitting its monthly can’t get in (CGI) status report to the CPUC, 
providing total past due and past due completed CGIs for both Leak Survey and Atmospheric 
Corrosion inspections for all divisions system wide. Since the 2017 SED Inspection, PG&E has 
reduced the number of past due inspections by over 99.2% and continues to work to get the last 
<1% of the most difficult to reach locations. 






