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Question V-01:

Aesthetics

V-1 Please provide the location and a detailed description of new and replacement 
lighting at the various substations. The plan needs to be provided in site plan 
form, and should include narrative describing the requirements.  The description 
must include the type of lighting to be installed and measures to be taken to: (1) 
prevent the visibility of bulbs and reflectors from public viewing areas, (2) avoid 
the occurrence of reflected glare, and (3) minimize the illumination of project 
facilities, vicinity, and nighttime sky.

Response to Question V-01:

The attached file "WOD Light Plan.pdf" includes marked-up drawings for the substation 
switchracks at Devers, El Casco, Vista, and San Bernardino Substations, indicating where new 
lighting is to be installed or where existing high-pressure sodium flood lights are to be replaced.  
The last sheet in that file shows a typical profile view of how those lights would be mounted on a 
standard disconnect support structure.

The attached file "Ventus LED Light Fixtures.pdf" provides catalog cut sheets of the standard 
LED fixture that would be used at these locations.  These lights are the same as those that were 
recently installed at Colorado River, Red Bluff, and the California Series Capacitor Substations 
as part of the DPV2 (aka DCR) project.

These lights are typically controlled by a switch in the relay room and normally only operated 
when needed for personnel use after dark.  The use of these lighting fixtures should result in a 
lighting profile from these substations that could be considered "no change" from the existing 
conditions.
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