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Finding
U.S. Department of Transportation Chapter 49 CFR §192.605(a): “(a) General. Each operator shall prepare and follow for each pipeline, a manual of written
procedures for conducting operations and maintenance activities and for emergency response.”
The procedures that address how to maintain and change customer service valves are TD-6100P-11, and TD-4150P-01. Neither of the procedures involve using a
brass hammer to loosen a frozen valve.
SED found that the practice of attempting to “free” an inoperable valve by loosening the packing nut and tapping the tang with a hammer is included in an
obsolete procedure (TD-6436P-27). The practice was eliminated by PG&E procedure TD-6100P-11, Rev. 0; which was published on 07/30/14, and made effective
on 09/01/14. The revision notes state:
“Removed guidance from the previous procedure TD-6436P-27 to use a brass hammer to hit the valve stem (tang) to loosen core. Added requirement to repair
frozen core by lubrication or replace valve.”
Procedure TD-6100P-11 states that potential hazards include “explosion or igniting of escaping gas.” Procedure TD-4150P-01 states in several notes that gas may
be “exhausted” from the valve body during the operation of the valve changer. Section A2 of PG&E’s procedure TD-6100P-01 requires field service personnel to
inspect any job site for workplace hazards.
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Work Procedure TD-6100P-11 , Meter Valve Maintenance (60 psig or less), has been revised to add Gas Maintenance and Construction and General Construction employees to the target audience for the Att 1_TD-4150P-01 Rev 1a
procedure. An added warning was also included advising gas must be controlled upstream of valve before attempting to replace a service valve that is damaged or inoperable. This document was
Att 2_TD-6100P-11 Rev 1
published on 6/21/2017 with an effective date of 7/5/2017. See attachment "Att 2_TD-6100P-11 Rev 1". (Cap task # 7)
A tailboard will be conducted with M&C and GC crews to review the revised procedure. The tailboard will be completed by 10/31/2017. (CAP tasks 8 & 9)
PG&E is updating the Job Site Safety Analysis (JSSA) to include consideration of the potential for release of gas, potential ignition sources, and the potential for gas migration and how to mitigate these
hazards. These revisions will be completed by 03/28/2018. (CAP task 19)
In addition, the following documents were revised to add guidance in the "Before You Start" Section on controlling pressure upstream of valve before attempting to replace a riser valve that is damaged
or inoperable: TD-4150P-01 (Valve Changer 3/4 inch through 1-1/4 inch Service Valve), TD-4150P-02 (Valve Changer 3/4 inch through 1-1/4 inch Service RIser Thread), TD-4150P-03 (Valve Changer 3/4 inch
through 1-1/4 inch Service Riser), and TD-4150P-04 (Valve Changer 1-1/2 inch and 2 inch Service Valve Replacement). These documents have been published with effective dates of 10/4/2017. See
attachment "Att 1_TD-4150P-01 Rev 1a". (CAP tasks 13 & 21)

Both procedures that outline service valve maintenance and replacement state the possibility of gas release. PG&E personnel should have been more diligent in
examining the work area to identify possible sources of ignition.
When PG&E personnel performed the “hammer tap” practice to free a stuck valve, they were not following their procedure TD-6100P-01 for maintaining and
repairing or replacing valves. This failure to follow procedure violates Chapter 49 CFR §192.605(a) and directly contributed to the incident.

49 CFR 192.605(a)
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U.S. Department of Transportation Chapter 49 CFR §192.605(a): “(a) General. Each operator shall prepare and follow for each pipeline, a manual of written
procedures for conducting operations and maintenance activities and for emergency response.”

Work Procedure TD-6100P-11 , Meter Valve Maintenance (60 psig or less), has been revised to add Gas Maintenance and Construction and General Construction employees to the target audience for the Att 1_TD-4150P-01 Rev 1a
procedure. An added warning was also included advising gas must be controlled upstream of valve before attempting to replace a service valve that is damaged or inoperable. This document was
Att 2_TD-6100P-11 Rev 1
published on 6/21/2017 with an effective date of 7/5/2017. See attachment "Att 2_TD-6100P-11 Rev 1". (Cap task # 7)

PG&E’s current Meter Valve Maintenance procedure (TD-6100P-11) states that valves with a frozen core, or a broken tang should be replaced. Valves that cannot
be replaced must be referred to dispatch, and a repair crew must be requested. The current Service Valve Replacement procedure (TD-4150P-01) states that the A tailboard will be conducted with M&C and GC crews to review the revised procedure. The tailboard will be completed by 10/31/2017. (CAP tasks 8 & 9)
“service valve must be operational to perform [valve replacement]”. The procedure requires that gas flow be stopped before the valve change tool is attached,
but assumes that the service valve is operable. Neither TD-6100P-11 nor TD-4150P-01 provides guidance on pressure control for valves that are frozen in the open In addition, the following documents were revised to add guidance in the "Before You Start" Section on controlling pressure upstream of valve before attempting to replace a riser valve that is damaged
or inoperable: TD-4150P-01 (Valve Changer 3/4 inch through 1-1/4 inch Service Valve), TD-4150P-02 (Valve Changer 3/4 inch through 1-1/4 inch Service RIser Thread), TD-4150P-03 (Valve Changer 3/4 inch
position. Moreover, neither procedure provides guidance on how to proceed with the replacement of a valve which is frozen open.
through 1-1/4 inch Service Riser), and TD-4150P-04 (Valve Changer 1-1/2 inch and 2 inch Service Valve Replacement). These documents have been published with effective dates of 10/4/2017. See
In its procedures, PG&E does not address how to safely replace frozen valves, or valves that are inoperable due to broken tangs. By not addressing this
attachment "Att 1_TD-4150P-01 Rev 1a". (CAP tasks 13 & 21)
maintenance issue within its procedures PG&E is in violation of Chapter 49 CFR §192.605(a). The absence of a proper, safe procedure to address these situations
contributed to the incident.
49 CFR 192.805(f)
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U.S. Department of Transportation Chapter 49 CFR §192.805(f): “Each operator shall have and follow a written qualification program. The program shall include
provisions to…communicate changes that affect covered tasks to individuals performing those covered tasks”
Mr. Fenzel stated he was not aware of any procedure that did not involve tapping the valve with a hammer to free it from a frozen position. Both Mr. Fenzel and
Mr. Fuller claim that they perform the “hammer tap” procedure often; they were not aware that it was an obsolete procedure, and were not aware it had been
superseded by a different procedure. PG&E reports that the procedural change was not formally communicated to the Maintenance and Construction (M&C)
crews and supervisors, because those target audiences were listed as “informational only”. TD-6100P-11 is a procedure targeted primarily at Gas Service
Representatives (GSRs). TD-4150P-01, which is targeted at M&C personnel, does not reference TD-6100P-11, which contains the note about removing the
“hammer tap” guidance.
The elimination of the “hammer tap” procedure without proper communication to the individuals responsible for performing the task is a violation of Chapter 49
CFR §192.805(f), and contributed to the incident.

Work Procedure TD-6100P-11 , Meter Valve Maintenance (60 psig or less), has been revised to add Gas Maintenance and Construction and General Construction employees to the target audience for the Att 2_TD-6100P-11 Rev 1
procedure. An added warning was also included advising gas must be controlled upstream of valve before attempting to replace a service valve that is damaged or inoperable. This document was
published on 6/21/2017 with an effective date of 7/5/2017. See attachment "Att 2_TD-6100P-11 Rev 1". (Cap task # 7)
A tailboard will be conducted for M&C and GC crews to review these revisions and will be completed by 10/31/2017. (CAP tasks 8 & 9)
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